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1326i DIGI-MET® Pocket calipers IP67 with integrated wireless

Model

•  Measuring system is 
 insensitive to cooling   
 agents and dust
•  Protection class IP67
•  Stainless steel
•  LCD display 11 mm
•  DIN 862
•  Housing and operating keys 

have an excellent chemical 
resistance

•  Locking screw
•  Inside cross points
•  Four way measurements

Functions

•  ON / OFF
•  Quick-Start
•  Quick-Lock (key lock)
•  Set to zero at any point
•  mm / inch switching
•  PRESET-Function 
 (setting a numerical value)

Delivery

•  Plastic case

Measuring range Jaw length Reading Error limit Depth gauge Order no. List price

  mm inch mm inch mm inch mm   EUR
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1326 41660 218.00
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 rectangular 1326 41760 218.00
•  0 - 200 0 - 8 50 2.0 0.01 .0005 0.03 rectangular 1326 41860 279.00
•  0 - 300 0 - 12 65 2.5 0.01 .0005 0.03 none 1326 42260 337.00

1326 41660

IP 67

DIN
862

1998780

Accessories Order no. List price
  EUR

Battery, 3V-Lithium, CR 2032 0220 704 3.90
i-Stick USB-receiver for Integrated Wireless 1998 780 95.00

Integrated Wireless is intended to be sold within the European Economic Area only

More information on our i-series and Integrated Wireless 

on page 252

Wireless Data Transmission
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1320 DIGI-MET® Pocket calipers

Model

•  Inductive measuring  
 

moisture and sweat
•  Stainless steel
•  LCD display 11 mm 

 7.5 mm with data output
•  DIN 862
•  Locking screw
•  Inside cross points

•  Four way measurement 
with measuring ranges 
150 and 200 mm

•  Three way measurement 
with measuring range 

 300 mm

Functions

•  ON / OFF
•  Quick-Start
•  Quick-Lock (key lock)
•  Set to zero at any point
•  mm / inch switching
•  PRESET-Function 
 (setting a numerical value
 1320 4xx only)
•   Variable data output RS 

232 + Digimatic + USB
 (1320 5xx only)

Delivery

•  Plastic case

Measuring range Jaw length Reading Error limit Depth gauge Order no. List price

   mm inch mm inch mm inch mm   EUR
Without data output
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1320 416 115.00
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 rectangular 1320 417 115.00
With DATA VARIABLE
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1320 516 145.00
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 rectangular 1320 517 145.00
•  0 - 200 0 - 8 50 2.0 0.01 .0005 0.03 rectangular 1320 519 185.00
•  0 - 300 0 - 12 65 2.5 0.01 .0005 0.03 none 1320 522 235.00
With DATA VARIABLE, with extra long cross points (40 mm)
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1320 518 395.00

1320 416

1320 517

DIN
862

1998501 19975011998720

Accessories Order no. List price
  EUR

Battery, 3V-Lithium, CR 2032 0220 704 3.90
Data cable DATA VARIABLE to digimatic 1998 501 64.00
Data cable DATA VARIABLE to RS232 1997 501 50.00
Data cable DATA VARIABLE to USB 1998 720 72.00

DIN
862

More information on 1320 518 on page 48

Video
electronic
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1326 DIGI-MET® Pocket calipers IP67

Model

•  Measuring system is insensitive 
to cooling agents and dust

•  Protection class IP67
•  Stainless steel
•  LCD display 11 mm
•  DIN 862
•  Housing and operating keys 

have an excellent chemical 
resistance

•  Locking screw
•  Inside cross points
•  Four way measurement with 

measuring ranges 150 and 200 
mm

•  Three way measurement with 
measuring range 300 mm

Functions

•  ON / OFF
•  Quick-Start
•  Quick-Lock (key lock)
•  Set to zero at any point
•  mm / inch switching
•  PRESET-Function 
 (setting a numerical value)

Delivery

•  Plastic case

Measuring range Jaw length Reading Error limit Depth gauge Order no. List price

   mm inch mm inch mm inch mm   EUR
 
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1326 416 159.00
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 rectangular 1326 417 159.00
•  0 - 200 0 - 8 50 2.0 0.01 .0005 0.03 rectangular 1326 418 225.00
•  0 - 300 0 - 12 65 2.5 0.01 .0005 0.03 none 1326 422 285.00
With carbide-tipped measuring jaws
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1326 914 343.00

1326 416

IP 67

DIN
862

Accessories Order no. List price
  EUR

Battery, 3V-Lithium, CR 2032 0220 704 3.90
  

0220 Additional depth measuring base

Model

•  Stainless steel
•  Bridge length: 75 mm
•  Dimensions: 75 x 6.5 mm  

Order no. List price

   EUR
  0220 705 22.40

Video
electronic
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1326 DIGI-MET® Pocket calipers IP67 with data ouput

Model

•  Measuring system is insensitive 
to cooling agents and dust

•  Protection class IP67
•  Stainless steel
•  LCD display 7.5 mm
•  DIN 862
•  Locking screw
•  Inside cross points
•  Four way measurement

Functions

•  ON / OFF
•  Quick-Start
•  Quick-Lock (key lock)
•  Set to zero at any point
•  mm / inch switching
•  Variable data output RS 232 + 

Digimatic + USB

Delivery

•  Plastic case

Measuring range Jaw length Reading Error limit Depth gauge Order no. List price

   mm inch mm inch mm inch mm   EUR
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 round 1.5 1326 516 159.00
•  0 - 150 0 - 6 40 1.6 0.01 .0005 0.03 rectangular 1326 517 159.00
•  0 - 200 0 - 8 50 2.0 0.01 .0005 0.03 rectangular 1326 518 235.00

IP 67

DIN
862

Accessories Order no. List price
  EUR

Battery, 3V-Lithium, CR 2032 0220 704 3.90
Data cable DATA VARIABLE to RS232 1997 501 50.00
Data cable DATA VARIABLE to digimatic 1998 501 64.00
Data cable DATA VARIABLE to USB 1998 720 72.00

199850119975011998720

M & B Calibr, spol. s r.o. | obchod@mbcalibr.cz | +420 546 434 700 | www.mbcalibr.cz



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA39 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 180
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.06667
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




